
ZALINA 
Technical details rugs

Manufacturing type Herstellungsart Mode fabrication Productie methode tufted 1/8”

Construction Struktur Structure Structuur 2-ply cut pile

Pile composition Polmaterial Couche d'usure Poolsamenstelling 100% PA 6

Dye method Farbgestaltung Coloration Kleurverwerking solution dyed

Primary backing Trägermaterial Premier dossier Tuftdoek woven

Secondary backing Rückenausrüstung Dossier Rug 100% Recycled PES antislip

Pile weight Poleinsatzgewicht Poids de velour Poolgewicht ISO 2424 g/m2 1.250 (+/-)

Pile height Polhöhe Hauteur du velours Poolhoogte ISO 1766 mm 9,5 (+/-)

Tuft density Noppenzahl Nombre de touffes Aantal punten ISO 1763 /m2 146.000 (+/-)

Width Breite Largeur Breedte cm (+/-)

Classification Klassifikation Classement Gebruiksklasse EN 1307 32 heavy commercial

Comfort rating Komfortklasse Classement confort Comfort klasse EN 1307 LC 5

Fire resistance Brennverhalten Comportement feu Brandgedrag EN 13501-1 Cfl-S1

Light Fastness Lichtechtheit Solidité à la lumière Lichtechtheid ISO 105 B02 ≥ 7

Rubbing fastness Reibechtheit Solidité au frottement Wrijfechtheid ISO 105 X12 ≥ 5 wet/dry

Edition: 04/2024These technical details are approximate. Complete specification details and associated certificates together with tolerances applying to the above can be provided upon request, if available. We 
reserve the right to alter specifications without notice. Due to the method of manufacture, perfect pattern/colour matching cannot be guaranteed. Shading/pile reversal might occur in cut pile 
carpets, without affecting overall quality and suitability. It is not considered as a manufacturing fault.
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